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Auto-transformer, non-combination type
A16 - A750
Three phase

 Open type UL Type 1
  (Indoor metal)

 200/208V 230/240V 460/480V 575/600V

Maximum ratings – UL Listed

UL
motor

switching
current

 Open Enclosed
  Discount schedule RVA RVAE

Coil voltage selection
All AC operated catalog numbers include a 120VAC coil. To select other coil 
voltages, substitute the code from the Coil Voltage Selection Chart for the two 
digits after the last dash in the catalog number.

Ex.: A 240V coil is required for an A75 starter:  A75SA-84★

★  Overload relay suffi x code. Select from the overload relay selection chart on page 3.6.

Description
An autotransformer starter reduces inrush current by using a transformer in 
the line just ahead of the motor to step down the voltage applied to the motor 
terminals. By reducing the voltage, the current drawn from the line is reduced 
during start-up.

When the setting time on the timer has expired, the autotransformer is bypassed. 
The 1S contactor drops out, the run contactor closes, and the 2S contactor 
opens, proving full voltage to the motor.

The ABB autotransformer starter is a closed transition type, meaning that the 
motor remains connected to the line during the entire acceleration period.

The transformer has three taps which provide 50%, 65% and 80% of full line 
voltage. At delivery, the transformer is connected to the 65% tap; the inrush 
current will be reduced to 42% of normal; and the starting torque will be reduced 
to 42%.

The autotransformer starter can be used for any squirrel-cage motor.

Factory modifi cations
See page 3.3 Control transformer voltage selection chart

  Volts

 Hz Type 208/120 230 – 240/120 460 – 480/120 575 – 600/120

 50/60 A/AF 0 7 8 9

For other voltages, consult factory.

Coil voltage selection – A9 - A300 1
  Cntr         Volts
 Hz type 12 24 48 110 120 125 208 220 240 277 380 415 440 480 500 600
 60 A  81 83 84 84  34 36 80 42  86 86 51 53 55
 50 A  81 83 84    80   85 86   55

For other voltages, see page 1.26.

Coil voltage selection – A400 - A750 1
CntrVolts

 Hz type 24 - 60 48 - 130 100 - 250 250 - 500 

 60 AF 68 69 70 71 4 

 50 AF 68 69 70 71 4

 DC AF 68 69 70 71 4

1 For AF50 – AF 300 starters, consult factory.
2 AF400 - AF750 only.

RMaximum motor horsepower ratings 

 Catalog List Catalog List
 number price number price

  UL rated

 17 5 5 10 15 A16SA-84★ $ 3987 A16SA1-84★ $ 5103
 28 7.5 10 20 25 A26SA-84★ 4341 A26SA1-84★ 5457
 42 10 15 30 40 A40SA-84★ 4698 A40SA1-84★ 5814
 54 15 20 40 50 A50SA-84★ 4887 A50SA1-84★ 6003
 65 20 25 50 50 A63SA-84★ 5130 A63SA1-84★ 6246
 80 25 30 60 75 A75SA-84★ 5787 A75SA1-84★ 6471
 95 30 30 60 75 A95SA-84★ 9300 A95SA1-84★ 9800
 110 30 40 75 100 A110SA-84★ 9972 A110SA1-84★ 10,694
 130 40 50 100 125 A145SA-84★ 10,863 A145SA1-84★ 11,853
 156 50 60 125 150 A185SA-84★ 14,334 A185SA1-84★ 16,880
 192 60 75 150 200 A210SA-84★ 17,196 A210SA1-84★ 19,781
 248 75 100 200 250 A260SA-84★ 19,670 A260SA1-84★ 21,668
 302 100 — 250 300 A300SA-84★ 24,042 A300SA1-84★ 26,034
 414 125 150 350 400 A400SA-70★ 30,996 A400SA1-70★ 32,981
 480 150 200 400 500 A460SA-70★ 35,978 A460SA1-70★ 39,182
 590 200 250 500 600 A580SA-70★ 52,562 A580SA1-70★ 55,898
 810 250 300 600 700 A750SA-70★ 59,250 A750SA1-70★ 62,618

NEMA rated

 NEMA Continuous 
200V 230V 460/575V 

 size current

 0 18 3 3 5 A16N0SA-84★   $ 3987 A16NSA1-84★   $ 5103
 1 27 7.5 7.5 10 A26N1SA-84★ 4341 A26NSA1-84★ 5457
 2 45 10 15 25 A50N2SA-84★ 4887 A50NSA1-84★ 6003
 3 90 25 30 50 A75N3SA-84★ 5787 A75NSA1-84★ 6471
 4 135 40 50 100 A145N4SA-84★ 10,863 A145NSA1-84★ 11,853
 5 270 75 100 200 A260N5SA-84★ 19,670 A260NSA1-84★ 21,668
 6 540 150 200 400 A460N6SA-70★ 35,978 A460NSA1-70★ 39,182
 7 810 — 300 600 A750N7SA-70★ 59,250 A750NSA1-70★ 62,618
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 Enclosed
  Discount schedule RVAE

★  Overload relay suffi x code. Select from the overload relay selection chart on page 3.6.

1  No primary fusing provided.
2 A400 - A750 utilizes the AF wide range coil with a lower coil consumption than A210 - A300.

Control transformer option

Auto-transformer – non-combination type
A16 - A750
Three phase

 UL Type 3R UL Type 12 UL Type 4 UL Type 4X
 (Outdoor metal) (Metal dustight) (Watertight) (Stainless steel)

 Catalog List Catalog List Catalog List Catalog List
 number price number price number price number price

  UL rated
A16SA3-84★ $ 5823 A16SA2-84★ $ 5823 A16SA4-84★ $ 6993 A16SAX-84★ $ 8550
A26SA3-84★ 6177 A26SA2-84★ 6177 A26SA4-84★ 7347 A26SAX-84★ 8888
A40SA3-84★ 6549 A40SA2-84★ 6549 A40SA4-84★ 7719 A40SAX-84★ 9375
A50SA3-84★ 6723 A50SA2-84★ 6723 A50SA4-84★ 7893 A50SAX-84★ 9600
A63SA3-84★ 7694 A63SA2-84★ 7694 A63SA4-84★ 9014 A63SAX-84★ 10,725
A75SA3-84★ 8181 A75SA2-84★ 8181 A75SA4-84★ 9261 A75SAX-84★ 10,988
A95SA3-84★ 11,200 A95SA2-84★ 11,200 A95SA4-84★ 12,400 A95SAX-84★ 13,600
A110SA3-84★ 12,323 A110SA2-84★ 12,323 A110SA4-84★ 13,388 A110SAX-84★ 14,700
A145SA3-84★ 14,013 A145SA2-84★ 14,013 A145SA4-84★ 16,983 A145SAX-84★ 18,300
A185SA3-84★ 18,972 A185SA2-84★ 18,972 A185SA4-84★ 21,951 A185SAX-84★ 24,450
A210SA3-84★ 21,842 A210SA2-84★ 21,842 A210SA4-84★ 24,812 A210SAX-84★ 27,600
A260SA3-84★ 24,098 A260SA2-84★ 24,098 A260SA4-84★ 26,798 A260SAX-84★ 29,400
A300SA3-84★ 28,391 A300SA2-84★ 28,391 A300SA4-84★ 31,184 A300SAX-84★ 33,000
A400SA3-70★ 35,247 A400SA2-70★ 35,247 A400SA4-70★ 38,807 A400SAX-70★ 41,175
A460SA3-70★ 42,557 A460SA2-70★ 42,557 A460SA4-70★ 45,932 A460SAX-70★ 50,700
A580SA3-70★ 59,997 A580SA2-70★ 59,997 A580SA4-70★ 62,324 A580SAX-70★ 68,700
A750SA3-70★ 65,993 A750SA2-70★ 65,993 A750SA4-70★ 69,368 A750SAX-70★ 75,300

NEMA rated

A16NSA3-84★   $ 5823 A16NSA2-84★   $ 5823 A16NSA4-84★   $ 6993 A16NSAX-84★   $ 8550
A26NSA3-84★ 6117 A26NSA2-84★ 6177 A26NSA4-84★ 7347 A26NSAX-84★ 8888
A50NSA3-84★ 6723 A50NSA2-84★ 6723 A50NSA4-84★ 7893 A50NSAX-84★ 9600
A75NSA3-84★ 8181 A75NSA2-84★ 8181 A75NSA4-84★ 9261 A75NSAX-84★ 10,988
A145NSA3-84★ 14,013 A145NSA2-84★ 14,013 A145NSA4-84★ 16,983 A145NSAX-84★ 18,300
A260NSA3-84★ 24,098 A260NSA2-84★ 24,098 A260NSA4-84★ 26,798 A260NSAX-84★ 29,400
A460NSA3-70★ 42,557 A460NSA2-70★ 42,557 A460NSA4-70★ 45,932 A460NSAX-70★ 50,700
A750NSA3-70★ 65,993 A750NSA2-70★ 65,993 A750NSA4-70★ 69,368 A750NSAX-70★ 75,300

 A9 – A40 45 1 $ 300
 A9 – A40 50  360
 A50 – A75 75  435
 A95 – A110  100  560
 A145 – A185 150  720
 A210 – A300 250  795
 A400 – A460  150  720 2
 A580 – A750  250  795 2

 Contactor VA List price
 size rating adder
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Wye-delta, open transition
A26 - A750
Three phase

 Open type UL Type 1
  (Indoor metal)

 Catalog List Catalog List
 number price number price 200/208V 230/240V 460/480V 575/600V

Maximum motor horsepower ratings 

Maximum ratings – UL Listed

UL
motor

switching
current

Coil voltage selection
All AC operated catalog numbers include a 120VAC coil. To select other coil 
voltages, substitute the code from the Coil Voltage Selection Chart for the two 
digits after the last dash in the catalog number.

Ex.: A 240V coil is required for an A75 starter:  A75SG1-80★

★ Overload Relay suffi x code. Select from the overload relay selection chart on page 3.6.
◆ Horsepower and line voltage suffi x code. Select from page 3.74.

 Open Enclosed
  Discount schedule WDA WDAE

  UL rated

 28 15 15 40 40 A26SG-84★◆ $ 3038 A26SG1-84★◆ $ 3092
 34 15 20 40 50 A30SG-84★◆ 3347 A30SG1-84★◆ 3392
 42 20 25 50 60 A40SG-84★◆ 3450 A40SG1-84★◆ 3494
 54 25 30 60 75 A50SG-84★◆ 3515 A50SG1-84★◆ 3659
 65 30 40 75 100 A63SG-84★◆ 3615 A63SG1-84★◆ 4704
 80 40 50 100 125 A75SG-84★◆ 4766 A75SG1-84★◆ 5324
 95 50 60 125 150 A95SG-84★◆ 6600 A95SG1-84★◆ 6900
 110 60 60 150 150 A110SG-84★◆ 8834 A110SG1-84★◆ 9222
 130 75 75 150 200 A145SG-84★◆ 10,103 A145SG1-84★◆ 11,333
 156 75 100 200 250 A185SG-84★◆ 13,133 A185SG1-84★◆ 14,120
 192 100 125 250 300 A210SG-84★◆ 15,498 A210SG1-84★◆ 16,500
 248 125, 150 150 300, 350 350, 400 A260SG-84★◆ 17,960 A260SG1-84★◆ 19,958
 302 150 200 400 500 A300SG-84★◆ 25,950 A300SG1-84★◆ 27,900
 414 200, 250 250 500 700 A400SG-70★◆ 36,000 A400SG1-70★◆ 38,916
 480 300 300 650 850 A460SG-70★◆ 38,506 A460SG1-70★◆ 42,710
 590 350 400 800 1000 A580SG-70★◆ 49,409 A580SG1-70★◆ 51,018
 810 450 500 1000 1250 A750SG-70★◆ 54,401 A750SG1-70★◆ 57,605

NEMA rated

 NEMA Continuous  200V 230V 460/575V
 size current

 1 27 10 10 15 A26N1SG-84★◆   $ 3038 A26NSG1-84★◆   $ 3092
 2 45 20 25 40 A50N2SG-84★◆ 3515 A50NSG1-84★◆ 3659
 3 90 40 50 75 A75N3SG-84★◆ 4766 A75NSG1-84★◆ 5324
 4 135 60 75 150 A145N4SG-84★◆ 10,103 A145NSG1-84★◆ 11,333
 5 270 150 150 300 A260N5SG-84★◆ 17,960 A260NSG1-84★◆ 19,958
 6 540 300 350 700 A460N6SG-70★◆ 39,506 A460NSG1-70★◆ 42,710
 7 810 500 500 1000 A750N7SG-70★◆ 54,401 A750NSG1-70★◆ 57,605

1 For AF50 - AF300 starters, consult factory.
2 For AF400 - AF750 only.

Description
The wye-delta open transition starter starts the motor by closing the S and 1M 
contactors which energize the windings in wye. The inrush current in wye is 
reduced to 33% of what it would be if the motor was started with an across the 
line starter.

The starting time in wye is adjustable with a timer. After the elapsed time, the S 
contactor opens which closes the 2M contactor; there is a short period (about 
50ms) when the motor is not energized; and then the motor runs full voltage in 
delta.

A wye-delta starter requires a wye-delta wound motor with all six leads 
terminated outside the motor housing.

Factory modifi cations
See page 3.3

Contactors and 

overload relays

are sized at 58% of full 

load amps!

Control transformer voltage selection chart

  Volts

 Hz Type 208/120 230 – 240/120 460 – 480/120 575 – 600/120

 50/60 A/AF 0 7 8 9

For other voltages, consult factory.

Coil voltage selection – A9 - A300 1
  Cntr        Volts
 Hz type 12 24 48 110 120 125 208 220 240 277 380 415 440 480 500 600
 60 A  81 83 84 84  34 36 80 42  86 86 51 53 55
 50 A  81 83 84    80   85 86   55

For other voltages, see page 1.26.

Coil voltage selection – A400 - A750 1
CntrVolts

 Hz type 24 - 60 48 - 130 100 - 250 250 - 500 

 60 AF 68 69 70 71 2 

 50 AF 68 69 70 71 2

 DC AF 68 69 70 71 2

R
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 Enclosed
  Discount schedule WDAE

★ Overload Relay suffi x code. Select from the overload relay selection chart on page 3.6.
◆ Horsepower and line voltage suffi x code. Select from page 3.74.

1 No primary fusing provided.
2 A400 - A750 utilizes the AF wide range coil with a lower coil consumption than A210 - A300.

Wye-delta, open transition
A26 - A750
Three phase

Control transformer option
 Contactor VA List price
 size rating adder

 A9 – A40 45 1 $ 300
 A9 – A40 50  360
 A50 – A75 75  435
 A95 – A110  100  560
 A145 – A185 150  720
 A210 – A300 250  795
 A400 – A460  150  720 2
 A580 – A750  250  795 2

 UL Type 3R UL Type 12 UL Type 4 UL Type 4X
 (Outdoor Metal) (Metal Dustight) (Watertight) (Stainless Steel)

  UL rated
A26SG3-84★◆ $ 3992 A26SG2-84★◆ $ 3992 A26SG4-84★◆ $ 4172 A26SGX-84★◆ $ 4800
A30SG3-84★◆ 4335 A30SG2-84★◆ 4335 A30SG4-84★◆ 4485 A30SGX-84★◆ 5138
A40SG3-84★◆ 4425 A40SG2-84★◆ 4425 A40SG4-84★◆ 4575 A40SGX-84★◆ 5400
A50SG3-84★◆ 4784 A50SG2-84★◆ 4784 A50SG4-84★◆ 4874 A50SGX-84★◆ 5738
A63SG3-84★◆ 5847 A63SG2-84★◆ 5847 A63SG4-84★◆ 5850 A63SGX-84★◆ 6750
A75SG3-84★◆ 6674 A75SG2-84★◆ 6674 A75SG4-84★◆ 7079 A75SGX-84★◆ 8438
A95SG3-84★◆ 7875 A95SG2-84★◆ 7875 A95SG4-84★◆ 8205 A95SGX-84★◆ 9625
A110SG3-84★◆ 10,508 A110SG2-84★◆ 10,508 A110SG4-84★◆ 10,950 A110SGX-84★◆ 13,125
A145SG3-84★◆ 12,902 A145SG2-84★◆ 12,902 A145SG4-84★◆ 13,865 A145SGX-84★◆ 16,238
A185SG3-84★◆ 14,385 A185SG2-84★◆ 14,385 A185SG4-84★◆ 15,150 A185SGX-84★◆ 18,150
A210SG3-84★◆ 18,215 A210SG2-84★◆ 18,215 A210SG4-84★◆ 19,035 A210SGX-84★◆ 21,450
A260SG3-84★◆ 22,388 A260SG2-84★◆ 22,388 A260SG4-84★◆ 25,088 A260SGX-84★◆ 27,338
A300SG3-84★◆ 30,383 A300SG2-84★◆ 30,383 A300SG4-84★◆ 31,538 A300SGX-84★◆ 35,475
A400SG3-84★◆ 41,150 A400SG2-84★◆ 41,150 A400SG4-84★◆ 42,816 A400SGX-84★◆ 46,575
A460SG3-70★◆ 46,085 A460SG2-70★◆ 46,085 A460SG4-70★◆ 49,460 A460SGX-70★◆ 51,900
A580SG3-70★◆ 54,576 A580SG2-70★◆ 54,576 A580SG4-70★◆ 57,783 A580SGX-70★◆ 61,425
A750SG3-70★◆ 60,980 A750SG2-70★◆ 60,980 A750SG4-70★◆ 64,355 A750SGX-70★◆ 70,125

NEMA rated

 A26NSG3-84★◆   $ 3992 A26NSG2-84★◆   $ 3992 A26NSG4-84★◆   $ 4172 A26NSGX-84★◆   $ 4800
 A50NSG3-84★◆ 4784 A50NSG2-84★◆ 4784 A50NSG4-84★◆ 4874 A50NSGX-84★◆ 5738
 A75NSG3-84★◆ 6674 A75NSG2-84★◆ 6674 A75NSG4-84★◆ 7079 A75NSGX-84★◆ 8438
 A145NSG3-84★◆ 12,902 A145NSG2-84★◆ 12,902 A145NSG4-84★◆ 13,865 A145NSGX-84★◆ 16,238
 A260NSG3-84★◆ 22,388 A260NSG2-84★◆ 22,388 A260NSG4-84★◆ 25,088 A260NSGX-84★◆ 27,338
 A460NSG3-70★◆ 46,085 A460NSG2-70★◆ 46,085 A460NSG4-70★◆ 49,460 A460NSGX-70★◆ 51,900
 A750NSG3-70★◆ 60,980 A750NSG2-70★◆ 60,980 A750NSG4-70★◆ 64,355 A750NSGX-70★◆ 70,125

 Catalog List Catalog List Catalog List Catalog List
 number price number price number price number price
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Wye-delta, closed transition
A26 - A750
Three phase

 Open type UL Type 1
  (Indoor metal)

 200/208V 230/240V 460/480V 575/600V

Maximum ratings – UL Listed

UL
motor

switching
current

 Open Enclosed
 Discount schedule WDA WDAE

Coil voltage selection
All AC operated catalog numbers include a 120VAC coil. To select other coil 
voltages, substitute the code from the Coil Voltage Selection Chart for the two 
digits after the last dash in the catalog number.

Ex.: A 240V coil is required for an A75 starter:  A75SY1-80★

Factory modifi cations
See page 3.3

★ Overload Relay suffi x code. Select from the overload relay selection chart on page 3.6.
◆ Horsepower and line voltage suffi x code. Select from page 3.74.

Description
The wye-delta closed transition starter works the same way as the open transition 
wye-delta starter except the closed transition version utilizes a set of resistors 
during the transition from start to run (wye to delta connection). These resistors 
eliminate the open circuit and prevent transient currents.

Contactors and 

overload relays

are sized at 58% of full 

load amps!

1 For AF50 - AF300 starters, consult factory.
2 AF400 - AF750 only.

Control transformer voltage selection chart
  Volts

 Hz Type 208/120 230 – 240/120 460 – 480/120 575 – 600/120

 50/60 A/AF 0 7 8 9

For other voltages, consult factory.

Coil voltage selection – A9 - A300 1
  Cntr        Volts

 Hz type 12 24 48 110 120 125 208 220 240 277 380 415 440 480 500 600
 60 A  81 83 84 84  34 36 80 42  86 86 51 53 55
 50 A  81 83 84    80   85 86   55

For other voltages, see page 1.26.

Coil voltage selection – A400 - A750 1
CntrVolts

 Hz type 24 - 60 48 - 130 100 - 250 250 - 500 

 60 AF 68 69 70 71 2 

 50 AF 68 69 70 71 2

 DC AF 68 69 70 71 2

Maximum motor horsepower ratings R

 Catalog List Catalog List
 number price number price

  UL rated

 28 15 15 30 40 A26SY-84★◆ $ 4667 A25SY1-84★◆ $ 4721
 34 15 20 40 50 A30SY-84★◆ 4967 A30SY1-84★◆ 5021
 42 20 25 50 60 A40SY-84★◆ 5198 A40SY1-84★◆ 5342
 54 25 30 60 75 A50SY-84★◆ 5396 A50SY1-84★◆ 5540
 65 30 40 75 100 A63SY-84★◆ 7034 A63SY1-84★◆ 7592
 80 40 50 100 125 A75SY-84★◆ 7781 A75SY1-84★◆ 8339
 95 50 60 125 — A95SY-84★◆ 12,000 A95SY1-84★◆ 13,000
 110 60 60 150 150 A110SY-84★◆ 13,108 A110SY1-84★◆ 14,107
 130 75 75 150 200 A145SY-84★◆ 14,324 A145SY1-84★◆ 15,323
 156 75 100 200 250 A185SY-84★◆ 20,174 A185SY1-84★◆ 21,173
 192 100 125 250 300 A210SY-84★◆ 23,054 A210SY1-84★◆ 25,052
 248 125, 150 150 300, 350 350, 400 A260SY-84★◆ 24,413 A260SY1-84★◆ 26,411
 302 150 200 400 500 A300SY-84★◆ 32,063 A300SY1-84★◆ 37,061
 414 200, 250 250 500 700 A400SY-70★◆ 39,863 A400SY1-70★◆ 43,350
 480 300 300 650 850 A460SY-70★◆ 50,522 A460SY1-70★◆ 53,726
 590 350 400 800 1000 A580SY-70★◆ 65,910 A580SY1-70★◆ 68,132
 810 450 500 1000 1250 A750SY-70★◆ 71,492 A750SY1-70★◆ 74,696

NEMA rated

 NEMA Continuous  
200V 230V 460/575V

 size current

 1 27 10 10 15 A26N1SY-84★◆   $ 4667 A26NSY1-84★◆   $ 4721
 2 45 20 25 40 A50N2SY-84★◆ 5396 A50NSY1-84★◆ 5540
 3 90 40 50 75 A75N3SY-84★◆ 7781 A75NSY1-84★◆ 8339
 4 135 60 75 150 A145N4SY-84★◆ 14,324 A145NSY1-84★◆ 15,323
 5 270 150 150 300 A260N5SY-84★◆ 24,413 A260NSY1-84★◆ 26,411
 6 540 300 350 700 A460N6SY-70★◆ 50,522 A460NSY1-70★◆ 53,726
 7 810 500 500 1000 A750N7SY-70★◆ 71,492 A750NSY1-70★◆ 74,696
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 Enclosed
  Discount schedule WDAE

★ Overload Relay suffi x code. Select from the overload relay selection chart on page 3.6.
◆ Horsepower and line voltage suffi x code. Select from page 3.74.

1 No primary fusing provided.
2 A400 - A750 utilizes the AF wide range coil with a lower coil consumption than A210 - A300.

Wye-delta, closed transition
A26 - A750
Three phase

Control transformer option
 Contactor VA List price
 size rating adder

 A9 – A40 45 1 $ 300
 A9 – A40 50  360
 A50 – A75 75  435
 A95 – A110  100  560
 A145 – A185 150  720
 A210 – A300 250  795
 A400 – A460  150  720 2
 A580 – A750  250  795 2

 UL Type 3R Type 12 UL Type 4 UL Type 4X
 (Outdoor metal) (Metal dustight) (Watertight) (Stainless steel)

 Catalog List Catalog List Catalog List Catalog List
 number price number price number price number price

  UL rated

A26SY3-84★◆ $ 5621 A26SY2-84★◆ $ 5621 A26SY4-84★◆ $ 5801 A26SYX-84★◆ $ 6450
A30SY3-84★◆ 5921 A30SY2-84★◆ 5921 A30SY4-84★◆ 6101 A30SYX-84★◆ 6788
A40SY3-84★◆ 6467 A40SY2-84★◆ 6467 A40SY4-84★◆ 6557 A40SYX-84★◆ 7275
A50SY3-84★◆ 6665 A50SY2-84★◆ 6665 A50SY4-84★◆ 6755 A50SYX-84★◆ 7650
A63SY3-84★◆ 8942 A63SY2-84★◆ 8942 A63SY4-84★◆ 9347 A63SYX-84★◆ 10,163
A75SY3-84★◆ 9689 A75SY2-84★◆ 9689 A75SY4-84★◆ 10,094 A75SYX-84★◆ 11,138
A95SY3-84★◆ 14,900 A95SY2-84★◆ 14,900 A95SY4-84★◆ 15,900 A95SYX-84★◆ 17,000
A110SY3-84★◆ 15,907 A110SY2-84★◆ 15,907 A110SY4-84★◆ 16,870 A110SYX-84★◆ 18,350
A145SY3-84★◆ 17,123 A145SY2-84★◆ 17,023 A145SY4-84★◆ 18,086 A145SYX-84★◆ 19,950
A185SY3-84★◆ 22,973 A185SY2-84★◆ 22,973 A185SY4-84★◆ 28,436 A185SYX-84★◆ 30,225
A210SY3-84★◆ 27,482 A210SY2-84★◆ 27,482 A210SY4-84★◆ 30,182 A210SYX-84★◆ 32,400
A260SY3-84★◆ 28,841 A260SY2-84★◆ 28,841 A260SY4-84★◆ 31,541 A260SYX-84★◆ 33,450
A300SY3-84★◆ 34,991 A300SY2-84★◆ 34,991 A300SY4-84★◆ 37,691 A300SYX-84★◆ 40,688
A400SY3-70★◆ 41,250 A400SY2-70★◆ 41,250 A400SY4-70★◆ 45,330 A400SYX-70★◆ 48,675
A460SY3-70★◆ 57,101 A460SY2-70★◆ 57,101 A460SY4-70★◆ 60,476 A460SYX-70★◆ 66,900
A580SY3-70★◆ 72,749 A580SY2-70★◆ 72,749 A580SY4-70★◆ 75,633 A580SYX-70★◆ 83,625
A750SY3-70★◆ 78,071 A750SY2-70★◆ 78,071 A750SY4-70★◆ 81,446 A750SYX-70★◆ 88,725

NEMA rated

A26NSY3-84★◆   $ 5621 A26NSY2-84★◆   $ 5621 A26NSY4-84★◆   $ 5801 A26NSYX-84★◆   $ 6450
A50NSY3-84★◆ 6665 A50NSY2-84★◆ 6665 A50NSY4-84★◆ 6755 A50NSYX-84★◆ 7650
A75NSY3-84★◆ 9689 A75NSY2-84★◆ 9689 A75NSY4-84★◆ 10,094 A75NSYX-84★◆ 11,138
A145NSY3-84★◆ 17,123 A145NSY2-84★◆ 17,023 A145NSY4-84★◆ 18,086 A145NSYX-84★◆ 19,950
A260NSY3-84★◆ 28,841 A260NSY2-84★◆ 28,841 A260NSY4-84★◆ 31,541 A260NSYX-84★◆ 33,450
A460NSY3-70★◆ 57,101 A460NSY2-70★◆ 57,101 A460NSY4-70★◆ 60,476 A460NSYX-70★◆ 66,900
A750NSY3-70★◆ 78,071 A580NSY2-70★◆ 78,071 A750NSY4-70★◆ 81,446 A750NSYX-70★◆ 88,725
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Part winding, non-reversing
A26 - A750
Three phase

 Open type UL Type 1
  (Indoor metal)

 200/208V 230/240V 460/480V 575/600V

Maximum motor horsepower ratings 

Maximum ratings – UL Listed

UL
motor

switching 
current

 Open Enclosed
  Discount schedule PWA PWAE

Coil voltage selection
All AC operated catalog numbers include a 120VAC coil. To select other coil 
voltages, substitute the code from the Coil Voltage Selection Chart for the two 
digits after the last dash in the catalog number.

Ex.: A 240V coil is required for an A75 starter:  A75SH1-80★

Factory modifi cations
See page 3.3

1 No primary fusing provided.
2 AF400 - AF750 only.

Coil voltage selection chart
  Cntr        Volts
 Hz type 12 24 48 110 120 125 208 220 240 277 380 415 440 480 500 600
 60 A  81 83 84 84  34 36 80 42  86 86 51 53 55
 50 A  81 83 84    80   85 86   55

For other voltages, see page 1.26.
  Cntr                  Volts

 Hz type 24 - 60 48 - 130 100 - 250 250 - 500 

 60 AF 68 69 70 71 2 

 50 AF 68 69 70 71 2

 DC AF 68 69 70 71 2

Control transformer voltage selection chart
  Volts

 Hz Type 208/120 230 – 240/120 460 – 480/120 575 – 600/120

 50/60 A/AF 0 7 8 9

For other voltages, consult factory

★ Overload Relay suffi x code. Select from the overload relay selection chart on page 3.6.
◆ Horsepower and line voltage suffi x code. Select from page 3.74.

Part winding
The part winding starter reduces inrush current by using two different sets of 
windings in the motor. Therefore, part winding starters can be used only with 
motors having stator windings divided into two equal parts with the terminals of 
each part available for external connection.

The part winding starter consists of two across the line starters and a timer. The 
fi rst starter is used to connect one winding of the motor across the line. The 
starting current from one winding will be about 50% of the starting current if both 
windings were connected. The starting torque is correspondingly 50%.

Because the starting torque is so low and will not increase until the second 
winding is connected, the motor may not begin to accelerate. Therefore, the time 
delay for the second winding to be energized should not be more than 4 seconds.

When the second winding is energized, the inrush current will increase depending 
upon the speed of the motor when the second winding is energized.

Contactors and 

overload relays

are sized at 50% of full 

load amps!

R

 Catalog List Catalog List
 number price number price

  UL rated

 28 15 15 40 40 A26SH-84★◆ $ 1917 A26SH1-84★◆ $ 1971
 34 15 20 40 50 A30SH-84★◆ 2097 A30SH1-84★◆ 2151
 42 20 25 50 60 A40SH-84★◆ 2586 A40SH1-84★◆ 2643
 54 25 30 60 75 A50SH-84★◆ 2664 A50SH1-84★◆ 2808
 65 30 40 75 100 A63SH-84★◆ 3305 A63SH1-84★◆ 3458
 80 40 50 100 125 A75SH-84★◆ 3708 A75SH1-84★◆ 3960
 95 50 60 125 150 A95SH-84★◆ 6700 A95SH1-84★◆ 6950
 110 60 60 150 150 A110SH-84★◆ 7142 A110SH1-84★◆ 7395
 130 75 75 150 200 A145SH-84★◆ 8001 A145SH1-84★◆ 8469
 156 75 100 200 250 A185SH-84★◆ 10,098 A185SH1-84★◆ 10,569
 192 100 125 250 300 A210SH-84★◆ 14,310 A210SH1-84★◆ 14,769
 248 125, 150 150 300, 350 350, 400 A260SH-84★◆ 16,749 A260SH1-84★◆ 17,739
 302 200, 250 200 400 500 A300SH-84★◆ 30,591 A300SH1-84★◆ 31,590
 414 300 300 600 800 A400SH-70★◆ 36,000 A400SH1-70★◆ 37,089
 480 300 350 700 900 A460SH-70★◆ 39,885 A460SH1-70★◆ 42,938
 590 350 400 800 1000 A580SH-70★◆ 42,158 A580SH1-70★◆ 51,471
 810 500 500 1100 1400 A750SH-70★◆ 50,994 A750SH1-70★◆ 56,664

NEMA rated

 NEMA Continuous  
200V 230V 460/575V

 size current

 1 27 10 10 15 A26N1SH-84★◆   $ 1917 A26NSH1-84★◆   $ 1971
 2 45 20 25 40 A50N2SH-84★◆ 2664 A50NSH1-84★◆ 2808
 3 90 40 50 75 A75N3SH-84★◆ 3708 A75NSH1-84★◆ 3960
 4 135 75 125 150 A145N4SH-84★◆ 8001 A145NSH1-84★◆ 8469
 5 270 150 150 350 A260N5SH-84★◆ 16,749 A260NSH1-84★◆ 17,739
 6 540 250 300 600 A460N6SH-70★◆ 39,885 A460NSH1-70★◆ 42,938
 7 810 400 450 900 A750N7SH-70★◆ 50,994 A750NSH1-70★◆ 56,664
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 UL Type 3R UL Type 12 UL Type 4 UL Type 4X
 (Outdoor metal) (Metal dustight) (Watertight) (Stainless steel)

 Enclosed
  Discount schedule PWAE

★ Overload Relay suffi x code. Select from the overload relay selection chart on page 3.6.
◆ Horsepower and line voltage suffi x code. Select from page 3.74.

1 No primary fusing provided.
2 A400 - A750 utilizes the AF wide range coil with a lower coil consumption than A210 - A300.

Part winding, non-reversing
A26 - A750
Three phase

Control transformer option
 Contactor VA List price
 size rating adder

 A9 – A40 45 1 $ 300
 A9 – A40 50  360
 A50 – A75 75  435
 A95 – A110  100  560
 A145 – A185 150  720
 A210 – A300 250  795
 A400 – A460  150  720 2
 A580 – A750  250  795 2

  UL rated
A26SH3-84★◆ $ 2871 A26SH2-84★◆ $ 2871 A26SH4-84★◆ $ 3051 A26SHX-84★◆ $ 3638   
A30SH3-84★◆ 3075 A30SH2-84★◆ 3075 A30SH4-84★◆ 3233 A30SHX-84★◆ 3825
A40SH3-84★◆ 3543 A40SH2-84★◆ 3543 A40SH4-84★◆ 3723 A40SHX-84★◆ 4313
A50SH3-84★◆ 3933 A50SH2-84★◆ 3933 A50SH4-84★◆ 4023 A50SHX-84★◆ 4500
A63SH3-84★◆ 4583 A63SH2-84★◆ 4583 A63SH4-84★◆ 4673 A63SHX-84★◆ 5363
A75SH3-84★◆ 5310 A75SH2-84★◆ 5310 A75SH4-84★◆ 5715 A75SHX-84★◆ 6540
A95SH3-84★◆ 8500 A95SH2-84★◆ 8500 A95SH4-84★◆ 8700 A95SHX-84★◆ 9300
A110SH3-84★◆ 8745 A110SH2-84★◆ 8745 A110SH4-84★◆ 9150 A110SHX-84★◆ 9900
A145SH3-84★◆ 10,269 A145SH2-84★◆ 10,269 A145SH4-84★◆ 11,232 A145SHX-84★◆ 12,225
A185SH3-84★◆ 12,369 A185SH2-84★◆ 12,369 A185SH4-84★◆ 13,332 A185SHX-84★◆ 14,813
A210SH3-84★◆ 16,569 A210SH2-84★◆ 16,569 A210SH4-84★◆ 17,532 A210SHX-84★◆ 19,050
A260SH3-84★◆ 20,169 A260SH2-84★◆ 20,169 A260SH4-84★◆ 22,869 A260SHX-84★◆ 26,100
A300SH3-84★◆ 34,020 A300SH2-84★◆ 34,020 A300SH4-84★◆ 36,720 A300SHX-84★◆ 38,225
A400SH3-70★◆ 41,589 A400SH2-70★◆ 41,589 A400SH4-70★◆ 42,552 A400SHX-70★◆ 45,263
A460SH3-70★◆ 47,438 A460SH2-70★◆ 47,438 A460SH4-70★◆ 48,401 A460SHX-70★◆ 49,913
A580SH3-70★◆ 55,971 A580SH2-70★◆ 55,971 A580SH4-70★◆ 56,934 A580SHX-70★◆ 59,400
A750SH3-70★◆ 62,064 A750SH2-70★◆ 62,064 A750SH4-70★◆ 62,541 A750SHX-70★◆ 66,150

NEMA rated

A26NSH3-84★◆   $ 2871 A26NSH2-84★◆   $ 2871 A26NSH4-84★◆   $ 3051 A26NSHX-84★◆   $ 3638
A50NSH3-84★◆ 3933 A50NSH2-84★◆ 3933 A50NSH4-84★◆ 4023 A50NSHX-84★◆ 4500
A75NSH3-84★◆ 5310 A75NSH2-84★◆ 5310 A75NSH4-84★◆ 5715 A75NSHX-84★◆ 6540
A145NSH3-84★◆ 10,269 A145NSH2-84★◆ 10,269 A145NSH4-84★◆ 11,232 A145NSHX-84★◆ 12,225
A260NSH3-84★◆ 20,169 A260NSH2-84★◆ 20,169 A260NSH4-84★◆ 22,869 A260NSHX-84★◆ 26,100
A460NSH3-70★◆ 47,438 A460NSH2-70★◆ 47,438 A460NSH4-70★◆ 48,401 A460NSHX-70★◆ 49,913
A750NSH3-70★◆ 62,064 A750NSH2-70★◆ 62,064 A750NSH4-70★◆ 62,541 A750NSHX-70★◆ 66,150

 Catalog List Catalog List Catalog List Catalog List
 number price number price number price number price


