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Catalog No. CPO750-6-C

Description: 3/4IN BLUE THINWALL HEAT SHRINK 100

UPC No 786210853383
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Thin-Wall Heat Shrinkable Tubing, Blue Cross-Linked Polyolefin, 3/4 Inch, Shrink Ratio 2:1, Length 100 Feet,

Operating Temperature -55 to 135 Degrees Celsius, Non-Lined

Heat shrinkable tube

Flame-retardant, cross-linked polyolefin.

2:1
Blue

Shrink-Kon

Thin
100 ft

RoHS3 Compliant
TSCA Section 6(h) Compliant

EC000217 Shrink tubing
Heat-shrink
Thin-walled

2:1

19.05 mm
0.75 inch
9.652 mm
0.38 inch
3/4 inch

by ABB

Created on: 09/28/2026


http://empower.abb.com/ecatalog/ec/EN_NA/p/CPO750-6-C
https://www.electrification.us.abb.com

ETIM EC000217 Shrink tubing

Wall thickness after shrinking 0.762 mm
Wall thickness after shrinking 0.03 inch
Length 30.48 m
Length 100 ft
Operation temperature -55-4+135 °C
Operation temperature -67-4+275 °F
Colour Blue
Material Polyolefin (PO-X)
Halogen free N

With inner glue N

Printable N

UL approval Y
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